Change new drawing frame in Blue Color since 2008/07/01
to comply with Company CIS Policy

Revisions

"Note: Revisions B; B-1; B-2.....
Revisions 1: 2: 3: 4....... On Behalf of Experiment's Drawing."

On Behalf of Official Drawing.

Notes :

1. Any Electrical, Mechanical or Environmental Test Per MIL-PRF-39012F Should be
Spotlighted, As We May Not Have All Testing Equipment to Cover All of It,

2. Single Crimp: Recommended Dimensions Provided for Ferrule.

Qutline Drawing

1. Nickel Plating Thk. : 50 p'"" min. (Under Plating)

ISS SymbO] DeSCl'IleOI] Date Dual Crimp:Recommended Dimensions Provided for Ferrule and Inner Contact.
B B \ Formal Drawing Released. 2021/03/02 Please Advise Singlen’Dug] in Advgnce o 'Avoid Any In}con\fenienca )
2 3. All Metal Materials Are in Compliance with RoHS 2 Directive 2011/65/EU Annex II1
Section 6 Paragraph.
4. Recommended Crimped Hand Tool : for P/N - HT-301Y
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Electrical : rd L
Impedance : 50 ohm i i . i
. Recommended Crimping Recommended Crimping
Mechanical : Recommended Cable Stripping Dimensions Dimensions for Inner Contact Dimensions for Ferrule
Mating : M8x P0.75 Screw-on Coupling.
Recommended Mating Torque : 0.6 1bs ~ 2.5 Ibs
Coupling Nut Retention Force : =101.2 Ibs
Cable Retention Force : > 28.7 lbs (for RG58) e
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Finish [unit of Plating Thickness Is in Micro Inch(y)] DIM -

*RoHS and REACH are fully complied to create a greener planet for future generations.

2. Gold Plating Thk. : 2 p" max. (Over Finish 1) Scale Abbr. Date Fev DWGNO.
= NTS ST | 2021/3/3 B @‘6 CF.13
4 Ferrule Brass Finish 1 E— Tustomer PV
ini X 02 il
3 Inner Contact Brass Finish 1/2 XX 201 e
; -XXX£0.05 FME $/T Plug, Dual Crimp Type
2 Insulator Delrin None e for RG58, LMR195, HDF195, URM43, 76, B9907, PSF1/6 Cable
] B()dy B]‘ass Finish 1 Drawn Checked Approved
T 8 T llmr/ R G HFun
ITEM Description Material Finish Part Number QTY | o133 | 20213 S




